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ONSTRUCTION DETAILS
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Instal |
20 f+.
{Note:
in.

27 ft. steel pcle with a 60 ¥+ mast arm. signal heads. signs
lighting arm with a 250 watt HPS famp and iuminaire as shown.
ocna - 2 in. PVC schedule 80 conduit bend and four 2 in. x 90
anchor bolts).

Remove and dispose of existing mast arm. foundation. signal

and d

heads and signs.

{Contractor shall remove pole foundation 2 f+. below grade and backFfitl .

Instali electrical handhole.

Install 2 In. PVC schedule 80 electrical conduit - trenched.

Deleted.

Install 1 in liquid tight flexible non—-metallic conduit for detector wire sleeve.
Remove / grind existing pavement marking.

Install 3 in PVC schedule 80 electrical conduit — slotted.

Install 6 ft x 6 ft vehicle loop detector (4 turns) - Prior to finagl

Instatt 6 f+. X 30 ft vehicle loop detector (3-6-3 turns) encased in flexible tubing

(Prior to final roadway surface course).

Existing sign to be relocated by others.

Remove existing handhoie.

Caop and abandon existing conduit.

Remove existing sign head from mast arm as shown.
Install ¢

in. PVC schedule 80 electrical

Use existing handhole.

Instal | proposed signal heads and signs on mast arm.
Use existing conduit.

Rewire existing signal.

Remove existing ground mounted sign.
Install ground mounted sign as shown.
Install 24 in. reflective thermoplastic pavement marking.

X. Abondon existing loop detector.

Y. Install 1

in. galvanized streel conduit for detector wire sieeve.

Install signal as shown — side mount.

roadway surfgce course.

conduit — trenched (Refer to pavement morking plan sheet

— —— — ——

for more detail)

(Refer to pavement marking plans for more detagil).
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FLASHING
OPERATION

PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL
CONCURRENTLY.

2. PHASES ASSOCIATED BY A DASHED LINE SHALL

NOT OPERATE

OPERATE CONCURRENTLY.
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GENERAL NOTES
gi:j 1. PAVEMENT MARKINGS DETAILED ARE PROPOSED AND
‘7 ARE TO BE INSTALLED BY THE CONTRACTOR IN
EREIn ACCORDANCE WITH SHA STANDARDS.
By 2. THE LOOP DETECTORS AND CONDUITS MUST BE INSTALLED
1 PRIOR TO THE INSTALLATION OF THE PAVEMENT MARKINGS.
RN 3. CONTRACTOR MUST VERIFY LOCATION OF ALL PROPOSED
BN GEOMETRICS PRIOR TO INSTALLING SIGNAL EGUIPMENT.
G 1 4. ALL TRAFFIC SIGNAL EQUIPMENT SHALL BE
S5 L INSTALLED TO FINAL GRADE.
5. REFER TO PAVEMENT MARKING PLANS FOR
ADDITIONAL INFORMATION
.
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